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Relative Intensity

GR SERIES Walk-in Growth Room

Product Overview

The GR series of walk-in rooms feature high intensity, energy efficient LED lights and a downward airflow design
that is redirected up through the plants. The temperature range is narrower than on other Conviron walk-in
chambers which affords greater energy efficiency and economy. The GR is available in six standard sizes.

Lighting

The standard package for the GR consists of energy saving
LEDs that provide a broad-based light spectrum. The fixed lamp
canopy delivers light intensity of 1,200 umol/m?/s measured at
39" (1 m). Full intensity control is available at the user interface
with light output measured by a full-spectrum Apogee Quantum
light sensor that automatically adjusts depending on user
requirements.
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Airflow

The airflow design directs air downward along the center aisle
way. Air is then redirected returning upward between the plants
and through the lamp canopies. Filtered and adjustable fresh air
intake enables researchers to exchange air to the chamber in a
controlled manner.

Performance Data

Temperature Interior
Range (°C) Capacity
GR48 320 ft? 48 ft?
(?130L) (4.5m)
GR64 420 ft3 64 ft?
(11980 L) (5.9 m?)
GR96 640 ft° 96 ft?
15-35lightson | (18120L) (8.9 m?*) | ggw
GR128 5 - 25 lights off 850 ft 128 ft2 | (2160 mm)
(23960L) (11.9m?)
GR144 960 ft3 144 f?
(26800 L) (13.4m?
GR192 1280 ft? 192 ft?
(36000 L) (17.8m?

Refrigeration

Cooling for the GR series is provided by a self-contained water-
cooled condensing unit with hot gas bypass for continuous
compressor operation. An electronic modulating valve provides
tight temperature control while ensuring quiet operation.
Pressure transducers are included for monitoring the status

of the refrigeration system. Alternative refrigeration methods
are available depending on site-specific and/or user-defined
requirements. Consult the factory for heat rejection information
and other refrigeration options.

Experiment Protection

User programmable “set and forget” alarms track actual
vs. user-defined setpoints. This allows for exceptionally accurate
monitoring without the need for adjustment every time the set
point is redefined. Backup “high/low" alarms provide further
protection while visual and audible notification is provided when
any alarm is activated. Contacts for connection to a building
management system are also included.

Electrical
Service

Exterior Dimensions
(WxDxH)

9'8" x 98" x 9'1 9/16"
2950 x 2950 x 2785 (mm)
117" x9'8" x 91 9/16"
3530 x 2950 x 2785 (mm)
9'8" x 17'4" x 91 9/16"
2950 x 5285 x 2785 (mm)
117" x 17'4" x 9'1 9/16"
3530 x 5285 x 2785 (mm)
9'8" x 25'0" x 9'1 9/16"
2950 x 7620 x 2785 (mm)
117" x 25'0" x 9'1 9/16"
3530 x 7620 x 2785 (mm)

Light Intensities
39" (1m) from lamp

1200 pmoles/m?/s
@ 25°C

120/208-30-60Hz
230/400-30-50Hz




GR SERIES Walk-in Growth Room

NOTES:

1. STANDARD REFRIGERATION SYSTEM IS WATER COOLED (3/47¢ (19mmg) CONNECTION).

2. CONDENSING UNIT REQUIRES SEPERATE ELECTRICAL SERVICE (60HZ APPLICATION ONLY).
5. DEPTH DIMENSION IS CHAMBER SIZE ONLY. DIMENSION DOES NOT INCLUDE DOOR LATCH.
4. LENGTH AND WIDTH DIMENSIONS +1/4 (6mm). HEIGHT DIMENSION +1” (25mm).
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GR SERIES Walk-in Growth Room

NOTES:

1. STANDARD REFRIGERATION SYSTEM IS WATER COOLED (3/4"¢ (19mm@) CONNECTION).

2. CONDENSING UNIT REQUIRES SEPERATE ELECTRICAL SERVICE (60HZ APPLICATION ONLY).
3. DEPTH DIMENSION IS CHAMBER SIZE ONLY. DIMENSION DOES NOT INCLUDE DOOR LATCH.
4. LENGTH AND WIDTH DIMENSIONS +1/4 (6mm). HEIGHT DIMENSION +1” (25mm).
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GR SERIES Walk-in Growth Room

NOTES:

1. STANDARD REFRIGERATION SYSTEM IS WATER COOLED (3/4"¢ (19mm@) CONNECTION).

2. CONDENSING UNIT REQUIRES SEPERATE ELECTRICAL SERVICE (60HZ APPLICATION ONLY).
3. DEPTH DIMENSION IS CHAMBER SIZE ONLY. DIMENSION DOES NOT INCLUDE DOOR LATCH.
4. LENGTH AND WIDTH DIMENSIONS £1/4 (6mm). HEIGHT DIMENSION £1" (25mm).
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GR SERIES Walk-in Growth Room

NOTES:

1. STANDARD REFRIGERATION SYSTEM IS WATER COOLED (3/4"¢ (19mm®) CONNECTION).

2. CONDENSING UNIT REQUIRES SEPERATE ELECTRICAL SERVICE (60HZ APPLICATION ONLY).
5. DEPTH DIMENSION IS CHAMBER SIZE ONLY. DIMENSION DOES NOT INCLUDE DOOR LATCH.
4. LENGTH AND WIDTH DIMENSIONS +1/4 (6mm). HEIGHT DIMENSION £1” (25mm).
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GR SERIES Walk-in Growth Room

NOTES:

1. STANDARD REFRIGERATION SYSTEM IS WATER COOLED (3/4"@ (19mm®) CONNECTION).

2. CONDENSING UNIT REQUIRES SEPERATE ELECTRICAL SERVICE (60HZ APPLICATION ONLY).
3. DEPTH DIMENSION IS CHAMBER SIZE ONLY. DIMENSION DOES NOT INCLUDE DOOR LATCH.
4. LENGTH AND WIDTH DIMENSIONS +1/4 (6mm). HEIGHT DIMENSION +1” (25mm).

e [7 7777 —— CONDENSING UNIT

a

L

¥ =

53
i FRESH AR
Em{j o - ———
ENES ‘ — ———
Q=2 E EVAPORATOR @ 8
oEC 6
L |52 © ol CONDENSATE DRAIN LINE —F T
o< o 3/478 (19mme) ; '

Ll AN H AN
[ellay®) o 5 | |
|@s e OBSERVATION WINDOW g

REAHEN = C/W LIGHT TIGHT COVER
g : T AIR FLOW T
BEE CONTROL PANEL : .
O LA )
4 = CEILING MOUNTED LED - | )
LIGHT RAIL o <
FRONT ELEVATION SECTION A-A
—— EXHAUST AR
— FLOOR DRAIN (BY OTHERS) PURIFIED WATER CONNECTION — ELECTRICAL CONNECTION
127 (305mm) FROM POINT 1/4"¢ (6mmg) (OPTIONAL) POINT FOR CONDENSING
INSIDE WALL UNIT (SEE NOTE 2)
CONDENSATE WATER CONNECTION—
iiFERSEGERAT‘ON POINT (SEE NOTE 1) ~ELECTRICAL CONNECTION
A4 POINT

€

£

o o

Yo}

[e)]

o

y i

|

»

25'=0" (7620mm) 42"
(1070mm)
INCLUDES
PLAN VIEW ey
GR144 Walk-in Growth Room Drawing No. 231182 R02



GR SERIES Walk-in Growth Room

NOTES:

1. STANDARD REFRIGERATION SYSTEM IS WATER COOLED (3/4"# (19mm@) CONNECTION).

2. CONDENSING UNIT REQUIRES SEPERATE ELECTRICAL SERVICE (60HZ APPLICATION ONLY).
3. DEPTH DIMENSION IS CHAMBER SIZE ONLY. DIMENSION DOES NOT INCLUDE DOOR LATCH.
4. LENGTH AND WIDTH DIMENSIONS +1/4 (6mm). HEIGHT DIMENSION £1” (25mm).
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